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RESEARCH MEMORANDUM

MEASUREMENTS AND PREDICTIONS OF FLOW CONDITIONS ON A
TWO-DIMENSIONAL BASE SEPARATING A MACH NUMBER 3.36
JET AND A MACH NUMBER 1.55 OUTER STREAM

By Donald E. Coletti
SUMMARY

An Investigation has been made in a mixing-zone apparatus to study
the effects of jet flow on two-dimensionsl base pressure and the develop-
ment of supersonic channel flow about a two-dimensional base, with and
without splitter plates of different thicknesses. The Mach number of
the outer streams ahead of the base was 1.55 for fully developed super-
sonic flow, whereas for the center jet the Mach number was 3.36.

The results of the investigatlion indicated thet the semiempirical
method presented in NACA RM L53C02 gave a good prediction of the pressure
on a two-dimensional base separating supersonic streams of different
Mach numbers, stagnation pressures, and static pressures. Also, bhe flow
pattern downstream of the jet exit was predicted satisfactorily by the
regular shock and expansion equations and two-dimensionsl charscteristics.
Within the limits of this investigation, the base-pressure coefficient
is unchanged when the absolute magnitudes of the center-jet and outer-
stream pressures are varied providing the ratio of the two pressures is
constant. Without the center jet, there was little or no verisetion of
the base pressure across the base. During the process of establishing
supersonic flow in the outer stream, the base pressure was increased as
much as 30 percent by the addition of the splitter plate; a very small
increase was observed for a fully developed supersonic flow. This effect
was due to the action of the splitter plate in decreasing the turbulent
sqgvgpging by preventing the formation of the large vortices of the
Karman vortex street.

INTRCDUCTION

Recently, considerable interest has centered upon the behavior of
the flow about & base which separates a propulsive jet from an ouker
stream. Since this type of base is present in Jjet-propelled aircraft
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and missiles, knowledge of the base drag and of possible methods for its
prediction and alleviation is important. - :

For the case in which a jet issues from the base, reference 1 pre-
gents results from an investigation of Jjet effects on boattail and base
pressures for axlally symmetric configurations. For the case wilthout
Jet flow, fair estimates of the drag may be made by the methods presented
in references 2 to 4, provided the boundary layer ahead of the base is
turbulent. The approach of reference Y4, which considers most of the
primary variables that affect base drag in the absence of Jet flow,
hinges upon the concept of the base pressure being primarily dependent
upon the pressure rise required to separate the boundary layer. Refer-
ence 4 slso dlscusses briefly an analogy between the angle-of-attack
effects on the pressure on & two-dimensional base in s uniform stream
and the pressure on a base separsting supersonic streams having differ-
ent Mach numbers and pressures. In order to exemine further the possi-
bility of predicting the pressure on the latter type of base configu-
ration, the present investigation was conducted in the mixing-zone
apparstus (MZA) of the Langley 9-inch supersonic tunnel.

A secondary purpose of the investigation was to study the flow
downstream of a two-dimensionel base spanning a supersonic channel, with
particular emphasis on the effects of splitter plates on the flow during
the process of establishing supersonic flow in the outer stream. The
addition of a splitter plate to a two-dimensional base has been shown to
reduce the base drag considersably gsee refs. 5 to 7) by the elimination
or suppression of the regular Kdrmén vortex street. A somewhat similar
action has been indicated by reference 8 to take place on & body of
revolution when a sting is added to the base,

SYMBOLS
M Mach number
Do stagnation pressure of outer streams, in. Hg abs
Py stagnation pressure of center Jet, in. Hg abs
P static pressure, in. Hg abs
Py outer-stream static pressure, in. Hg gbs
Py center-Jet static pressure, in. Hg abs
pb statlic pressure on base, in. Hg ebs
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Py base-pressure coefficient, ————=
94
P, pressure-rise coefficlent required to separaste a turbulent
boundary layer

h height of two-dimensionel base or center Jet, in.
9y outer-stream dynamic pressure, in. Hg ebs
x distance downstream from end of two-dimensional base, In.
Xq distance to location of flow division on splitter plate, in.
v distance from h/2 on two-dimensional base, in. (see fig. 6)

N

spanwise distance across width of mixing~zone epparatus, in.

APPARATUS AND TESTS

Mixing-Zone Appsratus

General description.- All tests were conducted in the supersonic
mixing-zone apperstus (MZA) which is located in the Langley 9-1nch super-
sonic tunnel bullding. Figure 1 presents a schematic drawing of the
main components of the apparatus. This apparatus is of the blowdown
type and utilizes the high-pressure air supply of the Langley 9-inch
supersonic tunnel for operation; the test section exhsusts to the
atmosphere,

Two independent flow systems are incorporated: The primary system
which supplies the air for the outer streams, and the secondary system
which supplies the sir for the center stream or Jjet. (See fig. 2.) The
systems may be operated singly or simultaneocusly, depending on the nature
of the tests. The secondary system 1is cgpable of supplying air for a
center jet having a stagnation tempersture from sbout room temperature
to 650° F. The higher temperatures are obtained by means of an inertias
heater. However, for this Investigation, tests involving the center jet
were limited to stagnation temperatures of about room temperature. Maxli-
mum stagnation pressure for the primary system is 250 Ib/sq.in. and
for the secondary system, 500 lb/sq. in. The incoming air from the
storage tanks has a dewpoint of approximately -30° F.

Test section.- The apparatus is so designed that either two- or
three-dimensional nozzles may be used and readily interchanged. For the
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present tests, a two-dimensional setup was used as shown 1ln figure 2.
The outer-stream Mach number and the Jjet Mach number may be varied by
changing the outer nozzle blocks and center-jet unit, respectively. The
outer-stream Mach number was 1.55 in the present tests (fully developed
supersonic flow); a survey of the outer stream at and just shead of the
base of the center-jet nozzle for the fully supersonic condition is
shown in figure 3. The center-jet Mach number is assumed to be 3%.36
from an average of the results of a survey made at the exit of the Jet
and shown in figure 4. Figure L4 mlso shows that Mach number gradients
exlsted acrogs the exit of the Jet and schlieren observation of the Jet
flow also indicated disturbances. The disturbences are caused by
imperfections in the machining of the center-jet nozzle. In most of the
tests in which the center jet was inoperative, the center-jet exit was
closed by means of s metal plate inserted flush with the exit. With the
center jet Inoperative, the setup is essentially that of a thick two-
dimensional base immersed in a two-dlmensionsl stream.

Schlieren system.- For qualitative-flow observations, a double-
image schlieren system is aveilseble which simultaneously records two
images on a single photographic negetive with a single spark of the
source light. One image indicates vertical density gradients; the other,
horizontal density gradients. This schlieren system is particularly
suited to investigations involving unsteady flows and transient density
fields. The design of this system was based upon Information given in ™
reference 9. ' =

Other units.-~ The mixing-zone apparatus and its component units are
operated from the control panel shown in figures 5(a) and 5(b). Pres-
gures are indiceted on the multiple-tube mercury manometer and by preci-
slon laboratory pressure gages; these pressures are recorded by camera.

Tests

The stagnation pressure of the outer streams was varied from 30 to
about 380 inches of mercury absolute; the average stagnation temperature
was 50° F. The stagnation pressure of the center Jet was varied from
30 to 922 inches of mercury absolute and the everage stagnatlion temper-
ature was T3° F. The dew point for both the outer streams and center jet
was approximately -300 F. From the results presented in reference 10,
l1ittle or no effect of water-vapor condensation would be expected at a
Mach nunber of 1.55, whereas at a Mach number of %.36 some condensation
effects may be present. It is belleved, however, that any such effects
were not large enough to beve an important influence on the results
obtained at this Mach number.

The first serles of tests involved the use of the outer streams
only and no splitter plates. In a portion of these tests, measurements

G T b
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were made of the base pressure with the Jet exit open (hollow base) by
means of orifice 8 as indicated in figure 6(a). Tests were then made
with a base plate inserted flush in the Jet exit and having orifices
loceted as shown in figure 6(a) also. The sides of the plate were
sealed; the top and bottom were not sealed and thus allowed the small
gaps to act as pressure orifices vented to the common orifice 8. The
pressure indicated by orifice 8 for this setup was, therefore, & mean

value between the pressures at the E}E = +0.9 locations., Orifice 3

is located on the Inner surface of the center-jet nozzle at x = =0.1.
Since the base plate is 1/8 inch thick, the orifice is under the edge

of the base plate and therefore corresponds to E%E = =0.9, but the

pressure 8t this orifice would alsoc be subjJect to some effect from the
pressure at E¥E = 0.9. Some additional pressure-distribubtion measure-

ments for the outer stream were made by s measurement of the static
pressures along the outer surface of the center-jet housing by means of
the orifices located as shown in figure 7 (orifices 9 to 14).

The second series of tests again involved the use of the outer

stresms only but with the use of splitter plates L6, %, and % inch thick
1

attached to the cemter of the base plate as shown in figure 6(b). Static
pressures were measured as in the flrst series of tests and visual obser~
vations of the flow along the splitter plate and base plate were made by
glueing tufts of cotton to these surfaces.

The third series of tests involved the use of the center jet oper-
ating with and without the outer streams. Static pressures were meas-
ured by means of orifices located as shown in figure 7.

Schlieren pictures were taken of the flow about the base with and
without splitter plates and base plate and with both the center jet and
outer streams operating simultaneously over the range of stagnation
pressures investigated.

PRECISION

The maximum estimsted error for the stagnation pressure is +0.5 inch
of mercury ebsolute; for the base or static pressures this error is
+0.1 inch of mercury absolute. The resulting asccuracy for the Mach num~
ber in both the outer streams and center Jet is $0.012. The maximum
variation of the stagnation temperature for a given run (30 to 60 seconds)
was approximately 5° F. The accuracy for the base-pressure coefficient

is +0.01.
GO
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RESULTS AND DISCUSSION

Starting Cycle for Outer Streams Only

The results of the pressure meassurements with and without base plate
and splitter plates are presented in figures 8 to 10 for each orifice as
the varistion in the ratio of the static pressure to the stagnation

pressure gL with py. In figures 11(a) and 11(b) are shown the vari-

o
ations of base and static pressure with stagnation pressure for orifices )3

and 9.

With and without base plate (no splitter plate).- The results shown
in figure 8 for the verilous orifices show that, for a glven value of pg,,

there 1s little variation in the ratio of f?— for the base across the
o

face of the base plate. This condition is more readily indlcated by
figure 9 where the distribution across the base is presented for several
values of pg,. Both figures show that, beyond a value of p, of about

140 inches of mercury, gl experiences almost no change, whereas from
o

30 (no flow) to 140 inches of mercury the decrease in %ﬁ which must

(o]
occur exhibits several peculiar variations, notably in the range of Po

from 60 to 100 inches of mercury. The results of figure 8(1) show that
the variation of %L with the base open is essentially the same as that

o
with the base plate installed.

An explanation for the behavior of the base pressure with increasing
Py may be seen in figure 12 where double-imsge schlieren photographs

are presented for varyilng values of Dy. As explained in the description

of the schlieren system, the vertical- and horizontal-knife-edge images
are taken simultaneously. When the flow first beégins, the schlieren
photographs show that a well-defined Karman vortex street forms behind
the base., The large vortices are seen to dip well into the region _
behind the base (po = 35.6 inches of mercury). The resulting turbulent

scavenging of the dead-air region behind the base lowers the base
pressure. A sketch of the phenomens is shown in figure l3(a). As Po

increases, the base-pressure ratio would be expected to decrease since
the velocities of the turbulent oscillations are proportional to the
veloclty of the wake, which in this range of Po is increasing with p,.

It will be noted that, for several values of pg (for example,

(O
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40.7 inches of mercury), two observations are presented in figure 12 to
show the unsteady character of the flow.

As p, 1increasses to a value for which the shock is first driven
downstream of the base (po ~ 60 inches of mercury), the base-pressure
ratlio continues to decrease in the menner that has been described, but
the rate of decrease is less, probably because the large vortices that
dip deeply into the region behind the base tend to move downstream with
increasing py. Once the flow is fully supersonic at M = 1.55 ahead of
the base, a strong oblique shock occurs at the corner of the base. When
Do exceeds about 60 inches of mercury, the wake boundaries appear to
break down and cause the large vortices to move upstream toward the
base again. These vortices seem to reach thelr greatest intensity Just
below p, = 80. In this region (pp = 60 to po =~ 80) the base pressures

of figures 8 and 11(a) show a distinct decrease. When Po = 80, the base

pressure suddenly increases. The schlieren observatlons show that the
large vortices are suddenly eliminated near this wvalue of Do and that

the pattern of the flow reverts to that which exists at Po < 60. The

latter would seem to indicate that, in this range of pg (60 to 80),
the breaskdown of the wake boundaries into large and intense vortices
close to the base 1is a severe transient condition rather than any back-
pressure effects at the exit of the test section or effects from inter-
action of the wake and the reflected oblique shocks.

From & pg of 80 to about 95, the base pressure again decreases
slightly; thls effect appears to be assoclated more with a weakening of
the shock at the base edge to a strength which seems comparable to that
for the lip shocks of supersonic base phenomens rather than with any
appreclable expansion at the base. Between p, = 90 and 95, the base

pressure undergoes an abrupt decrease shown clearly by figures 8 and 11(a).
In this range, the flow undergoes an expansion at the base corner, as
indicated by the schlieren photographs. From p, = 95 to 1%0, the

expansion at the base increases until, at py = 140, the base phenomensa

resemble those known to exist for two-dimensional bases in supersonic
flow. The base pressure decreases accordingly.

The results presented in figure 10, with the center Jet inactive
and no splitter plate, show en orderly decreasse of statlic pressure along
the wall of the outer stream with increasing staegnation pressure up to
a velue of pgy = 140 where a fully supersonic flow is established.

With gplitter plates.- From pg = 30 to pg = 60, the base pressure

with splitter plate is slightly higher than that for no splitter plate
as shown in figures 8 and 11(a). An explanation for this difference is
obtalined by a comparison of the schlieren photographs of figures 12 to 15.
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(See po = 36.6 and 40.7, for example.) The splitter plate is seen to

lessen the turbulent scavenging by preventing the formation of the large
vortices and to demp the tendency of the vortices to dip deeply into the
dead-sir region. This effect is illustrated by e sketch in figure 13(Db)
which may be compared with the sketch of the phenomena with no splitter
plate. (The dark stresks in some of the photographs are caused by oil
collecting on the windows during the run or from previous rums.)

From Pg = 60 to Po = 80, the base-pressure variation with splitter

plates shows none of the sudden decrease and subsequent increase which
occurred without a splitter plate. Comparison of the schlieren photo-
graphs with and without splitter plates for this range of py shows

that the breakdown of the wake boundaries into violent vortex action is
completely eliminated by the presence of the splitter plate and that the
flow continues 1ts orderly transition toward a pattern common to a super-
sonic base.

From these results, the action of the splitter plates in apprecisbly
increasing the base pressure approximately 30 percent in the stagnation-
pressure renge of 60 to 80 is clearly that of preventing the vortices
shed by each base edge from forming into a common and large vortex street.
Investigations in the high subsonlc and transonic speed ranges of blunt
treiling-edge sirfoils, sheet-metal Joints (the sheet-metal joint corre-
sponds to a base with a splitter plate), and a two-dimensional flat plate
normal to the stream in & weter tunnel (see refs. 5 to T) show increases
in base pressure and corresponding decreases in base drag through.the
splitter~-plate action in eliminating’or'appreciably suppressing the vor-
tlcity assoclated with the regular Karmen vortex street. A somewhat
similer action has been indicated to teke place on & cylindrical body
of revolution with the addition of a sting 3/5 of the base diameter in
the transonic speed range as shown by reference 8. The flow conditions
observed in the present investigation thus provide additionel information
on the drag reduction measured at the high subsonic and transonlic speeds
due to splitter-plate installation.

During the starting cycle, the static pressure at the lip of the
base (obtained by orifice 9) is increased by the addition of a splitter
plate as shown by flgures 10 and 11(b). This effect is probably due to
the action of the splitter plate in reducing the violent vortex action
and, consequently, some of the induction effects at the lip which would
normally be present in the absence of a splitter plate. These effects
are, of course, reduced in progressing further upstream as shown by
orifices 10 to 14 in figure 10.

Observations of tufts glued to the base plate and splitter plates
gave an Iindication of the velocities and their dirgctions along the sur-
face of the base and splitter plate. Regardless of the value of p,,

CAlEDENERLL.,
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the flow outward from the center of the base toward the base edges
appeered to be rather steady. The velocity of this flow appeared to
increase with pg, this being most noticeable as the supersonic expan-
sion about the base began.

The flow along the splitter plates was somewhat erratic at the
very low values of pg; however, there did appear to be a counsistent
flow toward the base, particularly within two to three inches of the
base. At the higher values of ©pgy, the directlon of flow was well-
defined and is indicated by the results shown in figure 16 which give
the point of division between forward and reversed flow along the splitter
plates as a function of p,. These measurements may be considered
accurate to il/8 inch. The point of flow division moves rapidly toward
the base as the expansion about the base increases. Beyond pg = 140
the movement becomes small; this result agrees with the observed behavior
of the base pressure and corresponds to the stable condition for super-~
sonic base phenomens et M = 1.55 sghead of the base. '

Fully Esteblished Supersonic Flow

Outer streams only.- The flow over the base becomes fully super-
sonic at po = 140 as shown by the negligible variation of

o
beyond pgy = 40 1in figure 8 and the convergence of the flow downstream
of the base from both the upper and lower streams in the schlieren photo-

graphs of figure 12. This negligible varistion of %L is to be expected

o
since a fully turbulent boundary layer existed ahead of the base for all
values of pg.

Increasing the splitter-plate thickness gives a slight increase in
the base pressure as shown by the orifices in figure 8 or more clearly
by orifice L in figure 11(a).

Center jet.- Results from tests involving the use of the center jet
only are confined to schlieren photographs shown in figure 17. No base
pressures are presented, since the pressures obtalned by means of
orifice 1 located on the lip of the base were approximately equal to
26.0 inches of mercury absolute regardless of the values of < when
the flow from the center jet was supersonic. These photographs are
included to make availeble s means for qualitative comparison with the
flow of the center jet when the outer streams are operating. It will
be noted in this figure that the schlieren photograph taken at py = S22
(as en exsmple) in the colum lsbeled "vertical knife-edges" has some
disturbances near the center of the Jjet which arise from points ahesd

SOMBRITAL
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of the Jet exit. These disturbances are caused by an lmperfection in
the machining of the center-jet nozzle. The sketch below will perhaps
show their location more clearly.

Required shock pattern

— —— Line of symmetry

//} |
Disturbance caused Mixing zone
by imperfection '

These disturbances do not have sufficient strength to alter the flow
patterns from the predicted patterns as will be shown in a later filgure.

Center jet with outer streams.- The varigtion of the static pres-
gures for the outer stream measured on the outer surface of the center-
Jet housing (see fig. 7) with both the center Jjet and outer stresms
operating simultaneously at different values of p, 1is shown in fig-

ures 10 and ll(b). The values of gL are not confined to any particuiar
o _
value of Pye For the values of éL shown, the stagnation pressures
o .
of the center Jet were varied between 168.8 and 807.9 with several dif-

ferent values of p, giving the same velue of 2 at constant Po*

Po
The jet effect on the static pressures is seen by comparing the circle
symbols with and without flags. The only significant variation occurs
in the stagnation pressure range below Pg = 65 for the orifice located
nearest to the lip of the base (orifice 9). The reduction in static
pressure on the surface just ahead of the base caused by the center jet
appears to be assoclated with the induction effects of the jet upon low
energy alr in the boundary layer, and the eliminstion of the large semi-
deed air reglon downstream of the base by the presence of the jet. These
flow conditions are illustrated in figure 18 which presents photographs
of the outer stresms at pg = 55 with and without the center Jet.

A series of double-image schlieren photographs of the phenomena
associated with the interaction of the outer streams and center Jet is

SNk
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shown in figure 19 for a condition of constant outer-stream stagnation
pressure and variable center-jet stagnation pressure. The value of

Po = 6l.1 was taken as an illustrative example of the flow conditions
at the lip. At this outer-stream stagnation pressure, the flow has

just become supersonic (at the lip) when there was no center-jet flow.
€See fig. 12.) Comparison of figures 12 and 19 shows that the center
Jet has no apparent effect on the flow pattern in the outer stream shead
of the base lip when pg = 65 or greater, and this result is in agree-
ment with the variation of the statlc pressures mentioned in the
preceding paragraph. When photographs from figures 17 to 20 with and
without the outer stream and at various combinations of stagnation pres-
sures for both the center Jet and outer streams are compared, the mutual
effects of one flow on another in increasing the downstream extent of
supersonic flow are gpparent.

Predictions of flow field.- Enlargements of schlieren photographs
of the flow over the base for different values of p, and pj are

shown in figure 21 with the theoretical shock patterns and boundaries

or mixing zones superimposed on the actual patterns. The patterns in
figure 21 were selected as illustrative exsmples since they best repre-
sent typical flow patterns obtained in the mixing-zone gpparstus for the
range of D, and Pj values investigeted. The predictions of the

various shock waves and mixing zones were obtalned by use of the regulsr
shock equations, equations of the Prandtl-Meyer expansion around a corner
(found in refs. 11 and 12, respectively), and two-dimensional
characteristics.

The prediction of the flow field downstream of the base with the
center Jet only, shown in part (a) of figure 21, gives very good agree-
ment with the actual flow field. This agreement shows that the disturb-
ances caused by poor machining of the center-Jjet nozzle have very little,
if any, effect on the Jjet field.

For the prediction of the flow field downstream of the base with
both the center Jet and outer streams operating simulteneously, shown
in parts (b) to (f) of figure 21, the base lip between the two super-
sonic streams was assumed to have zero helght. (Actually, the height
was 1/16 inch as shown in fig. 7.) The first step 1s to determine the
turning of the mixing zone between the two supersonic streams. This
can be accomplished by obtaining a pressure equivaelence across the mixing
zone through a trial-and-error manipulation of the shock and expansion
equations. Once the turning angle of the mixing zone is established,
the shock angles within the center jet are easily determined. (An expla-
ngtion as to the determination of the flow boundaries at the base lip,
shown in fig. 21, is discussed in comnection with the base-pressure
prediction.)

O N A e,
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When the shock which appears to pass through the mixing zone shown
in parts (c), (e), and (£) of figure 21 is determined, a trial-and-error
method must again be used for obtaining the static-pressure equivalence
across the mixing zone downstream of the shock. It should be emphasized
that the mixing zone between the outer stream end the center Jjet is
supersonic. Thus, in effect, the shock actually passes through the
mixing zone and unites with the shock caused by the turning of the mixing
zone in the outer stream. It is obvious that the mixing zone downstresm
of the shock Juncture must turn through an angle that would allow the
flow In the center Jjet to remain parsllel to the axis of symmetry or
else to expand initially to some small angle and then gradually turn
parallel to the axis of symmetry. For the examples shown in figure 21
the theoretical mixing zone diverges inltially approximstely 1° to 1.56
from the axls of symmetry. The expanslions caused by this divergence
reflect from the axis of symmetry and pass through the supersonic mixing
zone and thus cause the zone to turn parellel to the axis. Additional
schlieren photogrephs 1llustrating this effect may be found in refer-
ence 13. The prediction of the continuous shock passing through the
mixing zone is very good if the initlal assumption and exclusion of
viscous effects are considered. It should be emphasized that the cal-
culations for the flow fileld are not essential for the prediction of
the base pressure.

Base Pressure Between Center Jet and Outer Streams

For a better understanding of the procedure used in predicting the
base~-pressure coefficient by means of the semiempirical method presented
in reference 4, a sketch of the manmer in which the flow passes over the
base separatling two supersonic streems of different Mach numbers, stag-
nation pressures, and static pressures is shown as follows:




NACA RM L54C08 AR — 13

It is seen from the sketch that the flow over the base lip is similar to
that of flow over a two-dimensionsl base, where the body is at an angle
of attack o. The angle of the mixing zone o 1is determined by the
method presented in connectlon with figure 21 for obtaining static-
pressure equivelence in regions d and e of the sketch. The angles of the
boundaries between regions a and b and between regions b and ¢ are deter-
mined by the semiempiricael method presented in reference 4. As was
mentioned previously, this method makes use of the analogy established
between the flow about a two-dimensional base and the pressure rise
required to separate the boundary layer. The separation of the

boundary layer is accompanied by an engulsr change in flow direction

and it is assumed that the angles of change In flow direction are equal
to the turning angles of the boundary of regions a and d and the boundary
of regions c and e as a function of the Mach numbers in a and c, respec-
tively. These angles are presented in reference 4 as functions of the
calculated Mach numbers upstream of the base 1lip. A total effective
turning of the flow in region a is then obtained by adding the angle of
attack of the body, the angle of the boundary of regions a and d, and
the angle of turning required to cobtain the Mach number in the region
designated by py. From this sum, the Mach nunmber and pressure are
obtained in region a. A similar procedure is used to obtain the Mach
number and pressure in region c with the exception that the angle of
attack of the body is subtracted. The average of the static pressures

in regions a and c is then assumed to be the pressure on the base between
the outer stream and the center jet. The above procedure was used in
the calculstion of the base pressure for the present investigetion and

is represented by the solid curve in figure 22. The dashed curve is
calculated by the same procedure but is based upon the empirical refine-
ment to the varistion of the pressure-rise coefficient with Mach number
given in reference L.

The base-pressure coefficient may also be predicted through a trial-
and-error manipulation of the shock-expansion equatlons by varying the
turning angle of the mixing zone « such as to obtain equal pressures
in regions a and c¢. The sum of the turning angles between regions a
and d and regions ¢ and e, obtained from reference L, 1s assumed to be
constant. It was found that the angle of the mixing zone a« obbtained
by the second method does not agree with the experimental angle as well
as that calculated by the first method; however, the base pressure pre-
dicted by this second method agrees with the first within approximately
1 percent.

The calculations of the base pressures masde in connectlion with this

investigation were confined to an under-pressure Jet; however, it is
quite evident that they can be gpplied to an over-pressure Jjet as well.

It is seen from figure 22 that the prediction of the bhase-pressure
coefficient gives good agreement with the experimentsl results.
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The experimental results represent a variation of both the center Jet
and outer stream pressures and cover a range of pressure ratios involving
37T values of outer-stream stagnation pressure. A few of the experimentel
base~pressure coefficients shown represent check runs. Provided the
flow of the outer stream and center Jet is supersonic at the base lip,
there is little effect of magnltude of outer-~stream and center-jet pres-
P2

P
This result is to be expected since it is known that Reynolds number

has little effect on the base pressure provided the boundary layer is
turbulent. Schlieren photographs showing examples of the flow patterns

at varying p, and Pj values but at constant ratios of E@ are pre-

Py
sented in figure 23. It is seen that the flow patterns are identical

in the viecinity of the base for constant values of %g.
1

sures on the base-~pressure coefficient at any particuler value of

The experimental base pressure above values of gg equal to 0.75
1
are somevhat higher than the trend established by the base-pressure

predictions and by the experimental resulis in the lower range of Bg

P1
(See fig. 22.) This result may be attributed to the pressures not
settling out in the multiple-tube mercury manometer at the higher stag-
ngtion pressures as & result of the short running times. On the basis
of these results, it appears that the method of reference 4 will give a
good prediction of the pressure on a two-dimensional base separsting
supersonic streams of different Mach numbers, stagnation pressures, and
static pressures. '

Emphasis should again be placed on the fact that the method of
reference 4 for predicting base pressure is restricted to flow having
turbulent boundary layers upstream of the base as is the case of flow
in the mixing-zone apparatus.

CONCLUDING REMARKS

An investigation has been conducted in a mixing~zone apparstus to
determine the effects of Jjet flow on two-dimensional base pressure and
of the development of supersonic chammel flow sboubt & two-dimensional
bese with and without splitter plates of different thicknesses. With
fully developed supersonic flow, the Mach number of the outer stresms
shead of the base was 1.55. For the center jet, the Mach number was 3.36.
The results show that s good prediction of two-dimensional base pressure
was obtalned by use of the semiempiricel method presented in NACA EM L53C02.
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The flow pattern downstream of the base with both the outer streams and
center jet operating simultaneously and both fully supersonic was pre-
dicted satisfactorily by use of the regular shock equations, equations
of the Prandtl-Meyer expansion, and two-dimensional characteristics,
provided the mixing zone was supersonic. Within the limits of this
investigation, the base-pressure coefficient was unchanged when the
absolute magnitudes of the center-jet and oubter-stream pressures were
variled provided the ratio of the two pressures remsins constant. With
use of the outer streams only and the center Jet acting as a two-
dimensional base, there was little or no variation of the base pressure
across the base for any given value of outer-stream stagnation pressure.
During the starting cycle, the base pressure was increased as much as
30 percent by the addition of the splitter plate; whereas for a fully
developed supersonic flow the lncreese was very small., The effect of
the splitter plate was to lessen the turbulent scavenging and thus
increase the base pressure by preventing the formation of the large
vortices of the Kérmén vortex street.

Langley Aeronauticsl Laboratory,
National Advisory Committee for Aeronautics,
Langley Field, Va., February 19, 195k.
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Figure l.- Schematic drawing of the supersonic mixing-zone epparatus.
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Figure 6.- Sketch of the orifice and splitter-plate location on the two-
dimensional base of the center jet. All dimensions are in inches.
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Horizontal knife edges Vertical knife edges

L-83313
Figure 12.- Schlieren photographs of the outer streams. over a two-
dimensional base without a splitter plate at various stagnation

pressures.
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Figure 12.-~ Continued.
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Figure 12.- Continued.
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Figure 12.- Continued.
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Figure 12.- Concluded.

CQNEEDEEA T



NACA RM L5kCO8 AL, 39

(a) No splitter plate.

. ,
¢

’

, 14

.\Q;\FC\i

LT LT 7L 777l 77 Ll A, L L8

L

(b) With splitter plate.

Figure 13.- Formation of the vortices behind two-dimensional base at
subsonic speeds with and without splitter plate (Po 35 to 40 inches
of mercury absolute).



%0 oI TAL NACA RM IL54CO8

Po
v
30.0
{no flow)

Horizontal knife edges Vertical knife edges

L-83%18
Figure 1k.- Schlieren photographs of the outer streams over a two-

dimensional base with a l/lS-inch-thick splitter plate at various
stagnation pressures.
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Figure 14.- Continued.
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Figure 1l4.- Concluded.

SAMCSTIENT—



NACA RM L54CO8 13

Horizontal knife edges | Vertical knife edges
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Figure 15.~ Schlieren photographs of the outer streams over a two-
dimensional base with & 1/k- and 1/8-inch~thick splitter plates
at varlous stagnetion pressures.
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Figure 15.~ Concluded. L-85322

falaian==Stiied N Y



X4, Inches

[ & inch splitter plate
& 'BL inch splitter plate
A 4k inch spitter piate

|

i
J_év&

Fa

RN
\q\\akm%

0 40 80 120 160 200 240 280 320 360

Stagnation pressure, py, In.Hg abs.

Flgure 16.- Location of the division of the flow on the splitter plates.
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Flgure 17.-~ Schlieren photographs of the two-dimensional center Jet at
various stagnation pressures.
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Po =550, pj = 906.0
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Figure 18.~ Schlieren photographs showing the effect of the center Jjet
on the outer streams. )
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Figure 19.~ Schlieren photographs of the phenomene associated with the
interaction of the outer streams and center Jjet for a constant outer-
stream stagnation pressure and a variable center-jet stagnation pressure,
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Figure 19.~ Contilnued.
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Figure 19.- Concluded.
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Figure 20.~ Schiieren photographs of the phenomens associated with the
interaction of the outer streams and center jet for two cases of
approximately constant center-jet stagnation pressures and variable
outer-stream stegnation pressure.
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(@)

Po =300 (noflow),
Pj =7550,

(b) g =71.2;
Pj =808.2,

Flgure 21.- Theoretical shock

superimposed on schlieren
Zone apparatus.
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(d) po=1323
pj =891.7

1.-8%33%0

Figure 2l.- Continued.
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(f) po= 2239,
Pi = 580.2.

L-83331
Figure 21.~ Concluded.
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O Present results
Determined from P, curve in ref. 4
----- Determined fromP, curve+ Q06 in ref. 4
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Flgure 22.~ Varilation of two-dimensional base-pressure coefficlent as &
function of the ratio of statlic pressures of the center jet to the
outer stream. Flagged symbols denote check values.
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Figure 23.- Comperison of the flows in the vicinity of the base for
constent ratios of Po/P) vith verying Po and py values.
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